
1600 CFM 
Heatless Desiccant Dryer
The 45m³/min @ 7bar Aggreko 100% Oil Free Compressor Air Desiccant Air Dryer 
has been designed and built for the Middle Eastern region and to provide energy 
efficiencies. The unit is easily transportable as it is housed in a crash frame and is 
also quick to install with no additional utility required from the customer.



Our 1600 CFM 
Heatless Desiccant Dryer

General Data

Max Capacity 
m3/min

42 @ 6 bar(g) 
45 @ 7 bar(g) 
57 @ 10 bar(g)

Max. Working Pressure 10 bar(g)

Air Discharge 
Temperature

(°C) As intel temperature 

Maximum Ambient 
Temperature

+49 °C

Pressure Dew Point 
(PDP)

-20 / -40 / -70 °C

Model

Model Reference DR1600LOPD50

Model Size and Rating 46 m3

Bill of Material reference 
Number

603059A

Physical Data

Length 1800 mm

Width 2300 mm

Height without Barrier 2200 mm

Weight 3300 kg

Operating Data

Control Panel Level 3, multi-language

Desiccant Type Activated Alumina 
(AL2O3), 1/8”, 990 kg

1st Pre Filter 3.0 (5.0 ppm w/w)

2nd Pre Filter 0.01 (0.01 ppm w/w)

After Filter 1.0 (1.0 ppm w/w)

Purge Air Volume Refer to performance 
graph

Sound Pressure Level 82 dbA

Electrical Data

Voltage 24 V

Full Load Current 6 A

Protection Rating IP65

Lifting

Forklift Yes

Overhead Yes

Connections

Air Outlet PN16 DN100 Flange

Cable Flying lead for 
connection to 
compressor
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